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)\ linois Department

'/ of Transportation Notice to Bidders
Route Various
Local Agency City of La Salle
Section 13-00000-00-GM

Time and Place of Opening of Bids
the La Salle City Clerk

Sealed proposals for the improvement described below will be received at the office of

745 2™ Street, La Salle, IL 61301

(address)

until 10,00 oclock A M, /2 [20 (3 Proposals will be opened and read publicly
(date)
at _10:00 oclock A M, s/2 /2603 at the office of _the La Salle City Clerk
(date)

745 2™ Street, La Salle, IL 61301

(address)
Description of Work

Name 2013 La Salle General Maintenance Length  7802.00 feet ( 1.48 miles)

Location _Various streets in the City of La Salle

Proposed Improvement _Mill and overlay streets; remove and replace PCC sidewalks and curbs; Cl. D Patches, 5;

Utility adjustments.

Bidders Instructions

1. Plans and proposal forms will be available in the office of  the La Salle City Clerk, 745 2™ Street, La Salle, IL.

2. If prequalification is required , the 2 low bidders must file within 24 hours after the letting an “Affidavit of Availability"
(Form BC 57), in triplicate, showing all uncompleted contracts awarded to them and all low bids pendmg award fcri
Federal, State, County, Municipal and private work. One copy shall be filed with the Awarding Authority and 2 copies

with the IDOT District Office.

3. All proposals must be accompanied by a proposal guaranty as provided in BLRS Special Provision for Bidding
Requirements and Conditions for Contract Proposals.

4. The Awarding Authority reserves the right to waive technicalities and to reject any or all proposals as provided in BLRS
Special Provision for Bidding Requirements and Conditions for Contract Proposals.

5. Bidders need not return the entire contract proposal when bids are submitted unless otherwise required. Portions of
the proposal that must be returned include the following:

a. BLR 12210 - Contract Cover f. BLR 12230 - Proposal Bid Bond (if applicable)

b. BLR 12220 - Notice to Bidders g. BLR 12325 - Apprenticeship or Training Program
¢. BLR 12221 - Contract Proposal Certification (do not use for federally
d. BLR 12222 - Contract Schedule of Prices funded projects)

e. BLR 122283 - Signatures

6. The quantities appearing in the bid schedule are approximate and are prepared for the comparison of bids. Payment
to the Contractor will be made only for the actual quantities of work performed and accepted or materials furnished
according to the contract. The scheduled quantities of work to be done and materials to be furnished may be
increased, decreased or omitted as hereinafter provided.

Printed on 3/26/2013 Page 1 of 2 BLR 12220 (Rev. 09/24/12)



7. Submission of a bid shall be conclusive assurance and warranty the bidder has examined the plans and understands
all requirements for the performance of work. The bidder will be responsible for all errors in the proposal resulting
from failure or neglect to conduct an in depth examination. The Awarding Authority will, in no case be responsible for
any costs, expenses, losses or changes in anticipated profits resulting from such failure or neglect of the bidder.

The bidder shall take no advantage of any error or omission in the proposal and advertised contract.

If & special envelope is supplied by the Awarding Authority, each proposal should be submitted in that envelope
furnished by the Awarding Agency and the blank spaces on the envelope shall be filled in correctly to clearly indicate
its contents. When an envelope other than the special one furnished by the Awarding Authority is used, it shall be
marked to clearly indicate its contents. When sent by mail, the sealed proposal shall be addressed to the Awarding
Authority at the address and in care of the official in whose office the bids are to be received. All proposals shall be
filed prior to the time and at the place specified in the Notice to Bidders. Proposals received after the time specified
will be returned to the bidder unopened.

10. Permission will be given to a bidder to withdraw a proposal if the bidder makes the request in writing or in person
before the time for opening proposals.

By Order of

City of La Salle Virginia Kochanowski, City Clerk
(Awarding Authority) County Engineer/County Superintendent of Highways/Municipal Clerk

Note: All proposal documents, including Proposal Guaranty Checks or Proposal Bid Bonds, should be stapled together to prevent
loss when bids are processed.

Printed on 3/26/2013 Page 2 of 2 BLR 12220 (Rev. 09/24/12)



10.
11.

12.

llinois Department
of Transportation Proposal

Route Various
County La Salle

" | RETURN WITH BID ] Local Agency Citv of La Salle
Section 13-00000-00-GM

Proposal of

for the improvement of the above section by the construction of

a total distance of feet, of which a

distance of  7802.00 feet,( 1.480 miles) are to be improved.

The plans for the proposed work are those prepared by the La Salle City Engineer
and approved by the Department of Transportation on

The specifications referred to herein are those prepared by the Department of Transportation and designated as .
“Standard Specifications for Road and Bridge Construction” and the “Supplemental Specifications and Recurring Special
Provisions” thereto, adopted and in effect on the date of invitation for bids.

The undersigned agrees to accept, as part of the contract, the applicable Special Provisions indicated on the “Check

Sheet for Recurring Special Provisions” contained in this proposal.

The undersigned agrees to complete the work within 30 working days or by

unless additional time is granted in accordance with the specifications.

A proposal guaranty in the proper amount, as specified in BLRS Special Provision for Bidding Requirements and

Conditions for contract Proposals, will be required. Bid Bonds will ] willnot  be allowed as proposal

guaranties. Accompanying this proposal is either a bid bond if allowed, on Department form BLR 12230 or a proposal

guaranty check, complying with the specifications, made payable to:  La Salle City Treasurer Treasurer of
City of La Salle

the amount of the check is ( )

In the event that one proposal guaranty check is intended to cover two or more proposals, the amount must be equal to
the sum of the proposal guaranties, which would be required for each individual proposal. If the proposal guaranty check

is placed in another proposal, it will be found in the proposal for: Section Number  13-00000-00-GM

If this proposal is accepted and the undersigned fails to execute a contract and contract bond as required, it is hereby

agreed that the Bid Bond or check shall be forfeited to the Awarding Authority.

Each pay item should have a unit price and a total price. If no total price is shown or if there is a discrepancy betweer)
the product of the unit price multiplied by the quantity, the unit price shall govern. If a unit price is omitted, the total price
will be divided by the quantity in order to establish a unit price.

A bid will be declared unacceptable if neither a unit price nor a total price is shown.

The undersigned firm certifies that it has not been convicted of bribery or attempting to bribe an officer or employee of
the State of lllinois, nor has the firm made an admission of guilt of such conduct which is a matter of record, nor has an
official, agent, or employee of the firm committed bribery or attempted bribery on behalf of the firm and pursuant to the
direction or authorization of a responsible official of the firm. The undersigned firm further certifies that it is not barred
from contracting with any unit of State or local government as a result of a violation of State laws prohibiting bid-rigging
or bid-rotating.

The undersigned submits herewith the schedule of prices on BLR 12222 covering the work to be performed under this

contract.

BLR 12221 (Rev. 7/05)

Page 1 of 1
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[RETURN WITH BID |

)\ fllinois artment
/ of 'ﬁﬂan?sggrtation

Route
County

Local Agency
Section

Schedule of Prices

Various

La Salle

City of La Salle

13-00000-00-GM

(For complete information covering these items, see plans and specifications)

Unit
ltems Unit Quantity Price Total
Bit. Matls. Pr Ct(RC-70,SS8-1) Gal 2150
Lev. Binder, MM, N50 Ton 50
HMA SC, Mix C, N50 Ton 1936
PC Concrete Sidewalk, 4 SF 2420
Detectable Warnings SF 136
HMA Surface Removal, 1.5" SY 21506
Curb Removal Foot 203
Sidewalk Removal SF 2420
Cl. D Patches, T4, 5 SY 132
Manholes to be Adjusted Each 15
Valve Boxes to be Adjusted Each 2
Inlets to be Adjusted Each 1
Concrete Curb, Type B Foot 158
Com CC&G TB6.18 Foot 120

Page Total (To be carried forward to Page )

Printed 3/26/2013

BLR 12222 (Rev. 04/01/09)



)\ Hlinois Department .
/ of 'I'E'ansportaﬁon Schedule of Prices

Route Various

County La Salle

Local Agency City of La Salle
Section 13-00000-00-GM

[RETURN WITHBID |

( For complete information covering these items, see plans and specifications)
Unit
Item No. ftems Unit Quantity Price Total

Carried forward from page
Bidder's Proposal for making Entire Improvements

13.  The undersigned further agrees that if awarded the contract for the sections contained in the following combinations,
he will perform the work in accordance with the requirements of each individual proposal for the multiple bid specified in
the schedule below.

Schedule for multiple Bids

Combination letter Sections included in Combination Total

BLR 12222 (Rev. 04/01/09)

Printed 3/8/2013 2



N linois Department

/ of Transportation Signatures
Route Various
County La Salle
Local Agency  City of La Salle
| _RETURN WITH BID | Section 13-00000-00-GM
(If an individual)
Signature of Bidder
Business Address
(If a partnership)
Firm Name
Signed By
Business Address
Insert
Names and
Addresses of
All Partners
(If a corporation)
Corporate Name
Signed By
President
Business Address
President
Insert
Names of Secretary
Officers
Treasurer
Attest:
Secretary
Page 1 of 1 BLR 12223 (Rev. 7/05)
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llinois Department Local Agency
/ of Transportation Proposal Bid Bond

Route Various
County La Salle

L RETURN WITH BID 7 Local Agency City of La Salle
Section 13-00000-00-GM

PAPER BID BOND

WE as PRINCIPAL,

and as SURETY,

are held jointly, severally and firmly bound unto the above Local Agency (hereafter referred to as “LA”) in the penal sum of 5% of the total bid price, or for
the amount specified in the proposal documents in effect on the date of invitation for bids whichever is the lesser sum. We bind ourselves, our heirs,
executors, administrators, successors, and assigns, jointly pay to the LA this sum under the conditions of this instrument.

WHEREAS THE CONDITION OF THE FOREGOING OBLIGATION IS SUCH that, the said PRINCIPAL is submitting a written proposal to the LA acting
through its awarding authority for the construction of the work designated as the above section.

THEREFORE if the proposal is accepted and a contract awarded to the PRINCIPAL by the LA for the above designated section and the PRINCIPAL
shall within fifteen (15) days after award enter into a formal contract, furnish surety guaranteeing the faithful performance of the work, and furnish evidence
of the required insurance coverage, all as provided in the “Standard Specifications for Road and Bridge Construction” and applicable Supplemental
Specifications, then this obligation shall become void; otherwise it shall remain in full force and effect.

IN THE EVENT the LA determines the PRINCIPAL has failed to enter into a formal contract in compliance with any requirements set forth in the
preceding paragraph, then the LA acting through its awarding authority shall immediately be entitled to recover the full penal sum set out above, together
with all court costs, all attorney fees, and any other expense of recovery.

IN TESTIMONY WHEREOF, the said PRINCIPAL and the said SURETY have caused this instrument to be signed by their
respective officers this day of

Principal
(Company Name) (Company Name)
By: By:
(Signature and Title) (Signature and Title)
(if PRINCIPLE is a joint venture of two or more contractars, the company names, and authorized signatures of each contractor must be affixed.)
Surety
By:
(Name of Surety) (Signature of Attorney-in-Fact)

STATE OF ILLINOIS,
COUNTY OF

» @ Notary Public in and for said county,

I
do hereby certify that

( Insert names of individuals signing on behalf of PRINCIPAL & SURETY)
who are each personally known to me to be the same persons whose names are subscribed to the foregoing instrument on behaif of PRINCIPAL and
SURETY, appeared before me this day in person and acknowledged respectively, that they signed and delivered said instruments as their free and
voluntary act for the uses and purposes therein set forth.

Given under my hand and notarial seal this day of

My commission expires

(Notary Public)

ELECTRONIC BID BOND
[ Electronic bid bond is allowed (box must be checked by LA if electronic bid bond is allowed)

The Principal may submit an electronic bid bond, in lieu of completing the above section of the Proposal Bid Bond Form. By providing
an electronic bid bond ID code and signing below, the Principal is ensuring the identified electronic bid bond has been executed and
the Principal and Surety are firmly bound unto the LA under the conditions of the bid bond as shown above. (if PRINCIPAL is a joint
venture of two or more contractors, an electronic bid bond ID code, company/Bidder name title and date must be affixed for each

contractor in the venture.)

LI T [ I T T T T T T 717

Electronic Bid Bond ID Code (Company/Bidder Name)

(Signature and Title) Date

Page 1 of 1 BLR 12230 (Rev. 7/05
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) llinois Department Apprenticeship or Training

/ of Transportation Program Certification
Route Various
Return with Bid County _1aSale
Local Agency Citv of | 3 Salle
Section 13-00000-00-GM

All contractors are required to complete the following certification:
X For this contract proposal or for all groups in this deliver and install proposal.

[[] For the following deliver and instali groups in this material proposal:

lllinois Department of Transportation policy, adopted in accordance with the provisions of the lllinois Highway Code,
requires this contract to be awarded to the lowest responsive and responsible bidder. The award decision is subject to
approval by the Department. In addition to all other responsibility factors, this contract or deliver and install proposal
requires all bidders and all bidders’ subcontractors to disclose participation in apprenticeship or training programs that are
(1) approved by and registered with the United States Department of Labor’s Bureau of Apprenticeship and Training, and
(2) applicable to the work of the above indicated proposals or groups. Therefore, all bidders are required to complete the

following certification:

I Except as provided in paragraph IV below, the undersigned bidder certifies that it is a participan’g, either as an
individual or as part of a group program, in an approved apprenticeship or training program applicable to each
type of work or craft that the bidder will perform with its own employees.

1. The undersigned bidder further certifies for work to be performed by subcontract that each of its subcontractors
submitted for approval either (A) is, at the time of such bid, participating in an approved, applicable apprenticeship
or training program; or (B) will, prior to commencement of performance of work pursuant to this contract, establish
participation in an approved apprenticeship or training program applicable to the work of the subcontract.

il The undersigned bidder, by inclusion in the list in the space below, certifies the official name of each program
sponsor holding the Certificate of Registration for all of the types of work or crafts in which the bidder is a
participant and that will be performed with the bidder's employees. Types of work or craft that will be
subcontracted shall be included and listed as subcontract work. The list shall also indicate any type of work or
craft job category for which there is no applicable apprenticeship or training program available.

Printed 3/8/2013 Page 1 of 2 BLR 12325 (Rev. 4/07)



V. Except for any work identified above, any bidder or subcontractor that shall perform all or part of the work of the
contract or deliver and install proposal solely by individual owners, partners or members and not by employees to
whom the payment of prevailing rates of wages would be required, check the following box, and identify the
owner/operator workforce and positions of ownership. []

The requirements of this certification and disclosure are 3 material part of the contract, and the contractor shall require this
certification provision to be included in all approved subcontracts. The bidder is responsible for making a complete report
and shall make certain that each type of work or craft job category that will be utilized on the project is accounted for and
listed. The Department at any time before or after award may require the production of a copy of each applicable
Certificate of Registration issued by the United States Department of Labor evidencing such participation by the contractor
and any or all of its subcontractors. In order to fulfill the participation requirement, it shall not be necessary that any
applicable program sponsor be currently taking or that it will take applications for apprenticeship, training or employment
during the performance of the work of this contract or deliver and install proposal.

Bidder: By:

(Signature)
Address: Title:

Printed 3/8/2013 Page 2 of 2 BLR 12325 (Rev. 4/07)



} linois Department Affidavit of Availability
 of 'ﬁan@g?tation For the Letting of __ 5/2/20/3

(Letting date)

Bureau of Construction

2300 South Dirksen Parkway/Room 322 Instructions: Complete this form by either typing or using blackfink.
i i imAi "Authorization to Bid" will not be issued unless both sides of this form are
Sprmgﬂe'd’ Hiinois 62764 completed in detail. Use additional forms as needed to list all work.

Part I. Work Under Contract

List befow afl work you have under contract as either a prime contractar or a subcontractor. it is required to include all pending low bids not yet awarded or
rejected. In a joint venture, list only that portion of the work which is the responsibility of your company. The uncompleted dollar value is to be based upon the most
recent engineer's or owners estimate, and must include work subcontracted to others. If no work is contracted, show NONE.

1 2 3 4 Awards Pending

Contract Number
Contract With
Estimated Completion Date
Total Contract Price Acc-'x_x(:rtl:lfted
Uncompleted Dollar Value if Firm is the
Prime Contractor 0.00
Uncompleted Dollar Value if Firm is the
Subcontractor 0.00

Total Vaiue of All Work 0.60
PartIl. Awards Pending and Uncompleted Work to be done with your own forces.

List below the uncomp[eted qollar value of work for eaph contract and awards pending to be completed with your own forces. All work Accumulated
zg:onc:an;;éclifg ;?N :)Dtrr;(ei:s cv;tfl}lff; :n:;?i r?: V:h; cl)'?\l\srse of this form. In a joint venture, list only that portion of the work to be done by your Totals
Earthwork 0.00
Portland Cement Concrete Paving 0.00
HMA Plant Mix 0.00
HMA Paving 0.00
Clean & Seal Cracks/Joints 0.00
Aggregate Bases & Surfaces 0.00
Highway,R.R. and Waterway Structures 0.00
Drainage 0.00
Electrical 0.00

Cover and Seal Coats 0.00
Concrete Construction 0.00
Landscaping 0.00
Fencing 0.00
Guardrail 0.00
Painting 0.00
Signing 0.00
Cold Milling, Planning & Rotomilling 0.00
Demolition 0.00
Pavement Markings (Paint) 0.00
Other Construction (List) 0.00

0.00

0.00
Totals 0.00 0.00 0.00 0.00 0.00 0.00

Disclosure of this information is REQUIRED to accomplish the statutory purpose as outlined in the "llincis Procurement Code"”. Failure to comply will
result in non-issuance of an "Authorization To Bid." This form has been approved by the State Forms Management Center.

Printed 3/26/2013 Page 1 of 2 BC 57 (Rev. 08/17/10



Part lll. Work Subcontracted to Gthers

For each contract described in Part I, list all the work you have subcontracted to others.

1 2

3

Awards Pending

Subcontractor

Type of Work

Subcontract Price

Amount Uncompleted

Subcontractor

Type of Work

Subcontract Price

Amount Uncompleted

Subcontractor

Type of Work

Subcontract Price

Amount Uncompleted

Subcontractor

Type of Work

Subcontract Price

Amount Uncompleted

Subcontractor

Type of Work

Subcontract Price

Amount Uncompleted

Subcontractor

Type of Work

Subcontract Price

Armount Uncompleted

Subcontractor

Type of Work

Subcontract Price

Amount Uncompleted

Total Uncompleted 0.00 0.00

0.00

0.00

0.00

I, being duly sworn, do hereby declare this affidavit is a true and correct statement relating to ALL uncompleted contracts of

the undersigned for Federal, State, County, City and private work, including ALL subcontract work, ALL pending low bids not

yet awarded or rejected and ALL estimated completion dates

Subscribed and sworn to before me

Officer or Director

Title

this day of , 20
Type or Print Name
Notary Public Signed
My commission expires:
Company
(Notary Seal) Address

Printed 3/26/2013 Page 2 of 2
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INDEX
FOR
SUPPLEMENTAL SPECIFICATIONS
AND RECURRING SPECIAL PROVISIONS
Adopted January 1, 2013

This index contains a listing of SUPPLEMENTAL SPECIFICATIONS and frequently used RECURRING SPECIAL
PROVISIONS, and LOCAL ROADS AND STREETS RECURRING SPECIAL PROVISIONS.

ERRATA Standard Specifications for Road and Bridge Construction (Adopted 1-1-12) (Revised 1-1-13)

SUPPLEMENTAL SPECIFICATIONS

Std. Spec. Sec, Page No.
105  Control of Work 1
107 Legal Regulations and Responsibility to Public 2
202  Earth and Rock Excavation 4
211 Topsoil and Compost 5
407 Hot-Mix Asphalt Pavement (Full-Depth) 6

420  Portland Cement Concrete Pavement 10
424  Portland Cement Concrete Sidewalk 12
503 Concrete Structures 13
504 Precast Concrete Structures 14
540 Box Culverts 15
603 Adjusting Frames and Grates of Drainage and Utility Structures 16
610 Shoulder Inlet with Curb 18
642 Shoulder Rumble Strips 19
643 Impact Attenuators 20
701 Work Zone Traffic Control and Protection 22
706 Impact Attenuators, Temporary 24
780 Pavement Striping 26
860 Master Controller 27
1006 Metals 28
1042 Precast Concrete Products 29
1073 Controller 30
1083  Elastomeric Bearings g;

1101 General Equipment
1106 Work Zone Traffic Control Devices 34



CHECK SHEET

FOR
RECURRING SPECIAL PROVISIONS
Adopted January 1, 2013
The following RECURRING SPECIAL PROVISIONS indicated by an "X" are applicable to this contract and are included by
reference:
RECURRING SPECIAL PROVISIONS
CHECK SHEET # PAGE NO.
1 [ Additional State Requirements For Federal-Aid Construction Contracts
A T B 1) 35
2 [ Subletting of Contracts (Federal-Aid Contracts) (Eff. 1-1-88) (Rev. 5-1-93) 38
3 L] EEO (Eff. 7-21-78) (ReV. 11-18-B0) oo 39
4 [ Specific Equal Employment Opportunity Responsibiliies Non Federal-Aid
Contracts (Eff. 3-20-69) (RBY. 1-1-94) ..o 49
5 [J Required Provisions - State Contracts (EFf, 4-1-65) (Rev. 1-1-13) 54
6 [ Asbestos Bearing Pad Removal (Eff. 11-1-03) oo 59
7 [ Asbestos Waterproofing Membrane and Hot-Mix Asphalt
Surface Removal (Eff. 6-1-89) (REV. 1-1-09) rovvrveeereeeoeeoeoeoeeoeeoeoeoeeeeoeoeeeoeeeeeee e 60
8 [J Haul Road Stream Crossings, Other Temporary Stream Crossings, and
In-Stream Work Pads (Eff. 1-2-92) (REV. 1-1-98) .vvvvooroioooeoeooeoeooeoeeoeeoeeoeeeeoeeeeeoeoe oo 61
9 [ Construction Layout Stakes Except for Bridges (Eff. 1-1-99) (ReV. 1-1-07) cooovvoeevieneveecccemsnneccrsees s 62
10 [] Construction Layout Stakes (Eff. 51-93) (Rev, 1-1-07) ... oo 65
11 [ Use of Geotextile Fabric for Railroad Crossing (Eff. 1-1-95) (ReV. 1-1-07) oovvvevvvvvoecoceeeseccceceseessessesessessessirs 68
12 [] Subsealing of Concrete Pavements (Eff. 11-1-84) (ReV. 1-1-07) oo 70
13 L] Hot-Mix Asphalt Surface Correction (Eff. 11-1-87) (ReV. 1-1-00) ... 74
14 [ Pavement and Shoulder Resurfacing (Ef: 2-1-00) (ReV. 1-1-09) .oovvvvoeerereecreeescee st 76
15 L] PCC Partial Depth Hot-Mix Asphalt Patching (Eff. 1-1-98) (RV. 1-1-07) oo 77
16 L] Paching with Hot-Mix Asphalt Overlay Removal (Eff. 10-1-95) (ReV. 1-1-07) -.oooosrs 79
17 [ Polymer Concrete (Eff. 8-1-95) (ReV. 1-1-08) oo 80
18 [] PVC Pipeliner (Eff. 4-1-04) (Rev. 1-1-07) v 82
19 [ Pipe Underdraing (EMf. 9-0-87) (Rev. 1-1-07) oo 83
20 [] Guardrail and Barrier Wall Delineation (Eff. 12-15-93) (ReV. 1-1-12) oo 84
21 L] Bicycle RaCKS (Eff. 4-1-94) (REV. 1-1-12) oo 88
22 [] Temporary Modular Glare Screen System (Eff. 1-1-00) (ReV. 1-1-07) ..o 90
23 L[] Temporary Portable Bridge Traffic Signals (Eff, 8-1-03) (Rev. 1-1-07) ..ooooorsss 92
24 [C] Work Zone Public Information Signs (Eff. 9-1-02) (REV. 1-1-07) w.oooovvvvvvveeeeeeereseseesisseseeecesssessrns 94
25 [] Night Time Inspection of Roadway Lighting (Eff. 5-1-96) ............ovvvvovvveeceeeosssessessesseesssessesssessessessessesesssss s 95
26 [] English Substitution of Metric Bolts (Eff, 7-1-08) ....................... e 96
27 [ English Substitution of Metric Reinforcement Bars (Eff. 4-1-96) (Rev. 1-1-03) .ovvovveeirnccensrcnnsvcneinnes 97
28 [] Calcium Chioride Accelerator for Portland Cement Concrete (Eff 1-1-13) oo 98
29 [ Portland Cement Concrete Inlay or Overlay for Pavements (Eff. 11-1-08) (Rev. 1-1-13) 99
30 [] Quality Control of Concrete Mixtures at the Plant (Eff. 8-1-00) (Rev. 1-1-11) oo av
31 [ Quality Control/Quality Assurance of Concrete Mixtures (Eff 4-1-92) (Rev. 1-1-11)
32 [ Digital Terrain Modeling for Earthwork Calculations (Eff. 4-1-07)........ooccccooiicvervenssesererosssssesessssseeesssoeeso



CHECK SHEET
FOR
LOCAL ROADS AND STREETS RECURRING SPECIAL PROVISIONS

Adopted January 1, 2013

The following LOCAL ROADS AND STREETS RECURRING SPECIAL PROVISIONS indicated by an "X" are applicable to this
contract and are included by reference:

LOCAL ROADS AND STREETS RECURRING SPECIAL PROVISIONS

CHECK SHEET # PAGE NO.
LRS 1 RESEIVEL........oooooo oot oot e oo 125
LRS2  [] Furnished Excavation (Eff. 1-1-99) (Rev. 1-4-07) s 126
LRS3  [X] Work Zone Traffic Control (Eff. 1-1-99) (Rev. 1-1-10) ... 127
LRS4  [X Flaggers in Work Zones (Ef. 1-1-98) (REV. 1-1-07) wovovvvvvvvovseccomeeeereeererresseesessssssssssssss s sessensssssssssnsenes 128
LRSS [ Contract Claims (Eff, 1-1-02) (ReV. 1-107) ..o 129
LRS6 X Bidding Requirements and Conditions for Contract Proposals (Eff, 1-1-02) (Rev. 1-1-13) ....oooovemmerenesrrnrece 130
LRS7 [ Bidding Requirements and Conditions for Material Proposals (Eff. 1-1-02) (Rev. 1-1-13) ..ocovvvrrvimvcninninneneen 136
LRS 8 RESEIVE.......c.ccrvviciiiirne e cresisse e et oo
LRS9 [ Bituminous Surface Treatments (Eff. 1-1-99) (Rev. 1-1-11)

LRS10 L
LRS1T X EmMpIOYMeNt Practices (B, 1-1-99).........ovevoesoosososoososo
LRS12 [] Wages of Employees on Public Works (Eff. 1-1-99) (Rev. 1-1-13)

LRS13  [X] Selection of Labor (Eff, 1-1-09)(Rev. 1-4-12) oo
LRS14  [] Paving Brick and Concrete Paver Pavements and Sidewalks (Eff. 1-1-04) (Rev. 1-1-09)

LRS 15 Partial Payments (Eff. 1-1-07) ...oo.oooooooreeiiiiceone oo oo

LRS 16 Protests on Local Lettings (Eff. 1-1-07) (REV. 1=1-13) e oooeeoooooooeoeoeooeoeooeoooooooooe oo

LRS17 Substance Abuse Prevention Program (Eff. 1-1 -08)(Rev. 1-8-08)

LRS18 [] Multigrade Cold Mix Asphalt (Eff. 1-1-07) (REV. T-1-13) covvovvomveoeeeee oo oo eeseeeeeoeeoeoeeeeeeeeeeeooeoeee



La Salle Street Project
2013 GM Street Program
City of La Salle, IL

Section 13-00000-00-GM

INDEX OF SPECIAL PROVISIONS

BITUMINOUS MATERIAL PRIMECOATl
HOT MIX ASPHALT SURFACE COURSE MIX 07 NSOttt es s see s eesseessse e ees s areres
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llinois Department
/ of Ta‘ansportaﬁon Special Provisions

The following Special Provisions supplement the “Standard Specifications for Road and Bridge Construction”, Adopted
January 1, 2012 . the latest edition of the “Manual on Uniform Traffic Control Devices for Streets

and Highways’, and the “Manual of Test Procedures of Materials” in effect on the date of invitation of bids, and the
Supplemental Specifications and Recurring Special Provisions indicated on the Check Sheet included here in which apply to
and govern the construction of ~ Section 13-00000-00-GM , and in case of conflict with any part, or
parts, of said Specifications, the said Special Provisions shall take precedence and shall govern.

DESCRIPTION OF WORK:

Work shall include hot-mix asphalt surface removal, leveling binder (Machine Method), hot mix asphalt surface course;
sidewalk removal and replacement; curb and gutter removal and replacement; and Class D patches.

Prequalification is required for this project. The current contractor's Certificate of Eligibility must be presented prior to
receiving bidding documents.

EXAMINATION OF EXISTING GROUNDS:

It is the responsibility of each bidder to satisfy themselves as to conditions he/she will encounter. Failure to do so will not be
considered as grounds for additional compensation for unforeseen adverse conditions encountered during the progress of the

work.
DAMAGE TO EXISTING STRUCTURES:

If damage is done to existing or new structures during construction of the proposed improvements, they shall be replaced or
repaired in a satisfactory manner by the Contractor at his/her own expense as approved bby the City .

SEQUENCE OF OPERATION:

In general, all work shall be done while maintaining access for "Local Traffic", Type 1l barricades, with appropriate lighting and
signage shall be placed at the beginning and ends of project streets, along with ends of intersecting streets. Certified flaggers
and necessary signage shall be supplied by the Contractor as needed.

UTILITIES:

The Contractor shall obtain from all utilities the location of any underground utilities in the area of construction, whether
indicated on the plans or not. Any utilities disturbed by the Contractor shall be restored by him/her at his/her own expense.
The Contractor shall coordinate with the proper utility the relocation of any facilities designated on the plans or deemed
necessary to be relocated by the Engineer in order to complete construction of the project. Residents shall be notified of
impending service outages and no residence shall be without service overnight. The toll free J.U.L.L.E. telephoned number is
1-800-892-0123. Forty Eight hours notice must be given for marking, unless there is an emergency.

BITUMINOUS MATERIAL (PRIME COAT):

Bituminous Material (Prime Coat) shall be either RC-70 or SS-1 for all milled surfaces. Application rate shall be 0.10
gallons/SY. Bituminous Material (Prime Coat) shall be paid for at the contract unit bid price for BITUMINOUS MATERIAL

(PRIME COAT)
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HOT MIX ASPHALT SURFACE COURSE, MIX C, N50:

This work shall be done in accordance with the applicable portions of Articale 406 of the STANDARD SPECIFICATONS. Hot
Mix Asphalt Surface Course shall be IL 9.5 or iL 12.5, Mixture C, N50 and a Perfirmance Grade rating of PG 64-28.
Temporary ramps of hot-mix asphalt shall be placed at milled intersections where they meet the existing unmilled pavement
and also in front of milled areas in front of ADA sidewalk ramps. No extra compensation will be given for temporary ramps.
This works shall be paid for at the contract TON unit bid price for HMA Surface Course, Mix "C", N50.

HMA SURFACE REMOVAL, 1.5"

The City of La Salle reserves the right of ownership of the milled grindings. The Contractor is responsible for hauling any and
all grindings to designated City stockpiles. Al grindings not taken by the City of La Salle shall be disposed of by the
Contractor. No extra compensation will be given for hauling of milled grindings.

DETECTABLE WARNINGS:

Detectable Warnings shall be AccessTile Cast in Place Replaceable, as specified by the following specifications, or pre-
approved equal. This item will be paid for at the SQUARE FOOT unit contact price for DETECTABLE WARNINGS.

PARKWAY RESTORATION:

Landscape areas disturbed due to construction shall be repaired according to Secitons 250 and 251 of the
SPECIFICATIONS.  Seed shall conform to Class 1A, Salt Tolerant Seed Mixture. This item will be considered incidental to
PC Concrete Sidewalk, 4 and PCC CC&G, B-6.18. No extra comensation will be given.

TRAFFIC CONTROL:

Traffic control shall be in accordance with the applicable sections of the Standard Specifications for Road and Bridge
Construction; the applicable sections contained in the lllinois Manual on Uniform Traffic Control Devices for Streets and
Highways; these Special Provisions, and any special details or Highway Standard contained herein and in the plans. Special
attention is called to Articles 107.09 and 107.14 of the STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE

CONSTRUCTION, and the following Highway Standards relating to Traffic Control;
The traffic control standards that are included in this set of specifications are listed below:

701501 Urban Lane Closure, 2L, 2W, Undivided
701801 Sidewalk, Corner or Crosswalk Closure
701901 Traffic Control Devices

The Contractor shall give 48 hour notice to the City of La Salle, the La Salle Police Department, and the La Salle Fire
Department prior to blockage of any street. Traffic control is incidental to the CONTRACT. No extra compensation will be

given for Traffic Control.
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LR107-4
Page 1 of 1

State of lllinois
Department of Transportation
Bureau of Local Roads and Streets

SPECIAL PROVISION
FOR
INSURANCE

: Effective: February 1, 2007
| Revised: August 1, 2007

All references to Sections or Articles in this specification shall be construed to mean specific

Section or Article of the Standard Specifications for Road and Bridge Construction, adopted by
the Department of Transportation.

The Contractor shall name the following entities as additional insured under the Contractor's
general liability insurance policy in accordance with Article 107.27:

City of La Salle and City of La Salle Employees,.

] The entities listed above and their officers, employees, and agents shall be indemnified and
held harmless in accordance with Article 107.26.



1.

LR107-7
Page 1 of 1

State of Illinois
DEPARTMENT OF TRANSPORTATION
Bureau of Local Roads & Streets

SPECIAL PROVISION
FOR
WAGES OF EMPLOYEES ON PUBLIC WORKS

Effective: January 1, 1999
Revised: January 2, 2013

Prevailing Wages. All wages paid by the Contractor and each subcontractor shall be in
compliance with The Prevailing Wage Act (820 ILCS 130), as amended, except where a
prevailing wage violates a federal law, order, or ruling, the rate conforming to the federal
law, order, or ruling shall govern. The lllinois Department of Labor publishes the prevailing
wage rates on its website at www.state.il.us/agency/idol/rates/rates.htm. If the llinois
Department of Labor revises the prevailing wage rates, the revised prevailing wage rates on
the lllinois Department of Labor's website shall apply to this contract and the Contractor will
not be allowed additional compensation on account of said revisions. The Contractor shall
review the wage rates applicable to the work of the contract at regular intervals in order to
ensure the timely payment of current wage rates. The Contractor agrees that no additional
notice is required. The Contractor shall be responsible to notify each subcontractor of the
wage rates set forth in this contract and any revisions thereto.

Payroll Records. The Contractor and each subcontractor shall make and keep, for a period
of not less than three years from the date of the last payment on a contract or subcontract,
records of all laborers, mechanics, and other workers employed by them on the project; the
records shall include each worker's name, address, telephone number when available,
social security number, classification or classifications, the hourly wages paid in each pay
period, the number of hours worked each day, and the starting and ending times of work
each day. Upon seven business days’ notice, the Contractor and each subcontractor shall
make available for inspection and copying at a location within this State during reasonable
hours, the payroll records to the public body in charge of the project, its officers and agents,
the Director of Labor and his deputies and agents, and to federal, State, or local law
enforcement agencies and prosecutors.

Submission of Payroll Records. The Contractor and each subcontractor shall ,no later than
the tenth day of each calendar month, file a certified payroll for the immediately preceding
month with the public body in charge of the project, except that the full social security
number and home address shall not be included on weekly transmittals. Instead the payrolls
shall include an identification number for each employee (e.g., the last four digits of the
employee’s social security number). The certified payroll shall consist of a complete copy of
the payroll records except starting and ending times of work each day may be omitted

The certified payroll shall be accompanied by a statement signed by the Contractor or
subcontractor or an officer, employee, or agent of the contractor or subcontractor which
avers that: (i) he or she has examined the certified payroll records required to be submitted
by the Act and such records are true and accurate; (i) the hourly rate paid to each worker is
not less than the general prevailing rate of hourly wages required; and (iii) the Contractor or
subcontractor is aware that filing a certified payroll that he or she knows to be false is a
Class A misdemeanor.

Employees Interviews. The Contractor and each subcontractor shall pgrmit _his/her
employees to be interviewed on the job, during working hours, by compliance investigators
of the Department or the Department of Labor.



REPLACEABLE CAST IN PLACE DETECTABLE/TACTILE WARNING SURFACES

SECTION 3217 26

REPLACEABLE CAST IN PLACE DETECTABLE/TACTILE WARNING SURFACES

PART 1 GENERAL

1.01 RELATED DOCUMENTS

A. Drawings and general provisions of Contract, including General and Special Conditions and Division 1

Specifications Section, apply to this Section.

1.02 DESCRIPTION

A. This Section specifies furnishing and installing Replaceable Cast in Place Detectable/Tactile Warning

Tites where indicated.

1.03 SUBMITTALS

A. Product Data: Submit manufacturer’s literature describing products, installation procedures and

routine maintenance.
B. Samples for Verification Purposes: Submit tw
proposed for use.

C. Shop drawings are required for

0 (2} tile samples minimum 12”x12” of the kind

products specified showing fabrication details, composite structural

system, tile surface profile, fastener and anchor locations, plans of tile placement including joints, and
material to be used as well as outlining installation materials and procedure. ‘

D. Material Test Reports: Submit complete test reports from qualified accredited independent testing
laboratories to qualify that materials proposed for use are in compliance with requirements and meet or
exceed the properties indicated on the specifications, Al tests shall be conducted on a Replaceable Cast
In Place Detectable Tactile Warning Tile system as certified by a qualified independent testing laboratory
and be current within a 60 month period.
E. Maintenance Instructions: Submit copies of manufacturer's specified installation and maintenance
practices for each type of Detectable Warning Tile and accessory as reguired.

1.04 QUALITY ASSURANCE

ectable/Tactile Warning Tiles and accessories as produced by a

A. Provide Replaceable Cast in Place Det .
three (3) years experience in the manufacturing of Castin Place

single manufacturer with a minimum of

Detectable/Tactile Warning Tiles. )
B. Installer’s Qualifications: Engage an experienced installer certified in writing by Replaceable Cast in

Place Detectable/Tactile Warning Tile manufacturer as qualified for installation, who has successfully
completed installations similar in material, design, and extent to that indicated for project. .

C. Americans with Disabilities Act (ADA): Provide Replaceable Detectable/Tactile Warning Tiles }N_thh
comply with the detectable warnings on walking surfaces section of the Americans with Disabilities Act



(Title 11l Regulations, 28 CFR Part 36 ADA STANDARDS FOR ACCESSIBLE DESIGN, Appendix A, Section
4.29.2 DETECTABLE WARNINGS ON WALKING SURFACES).

D. California Code of Regulations (CCR): Provide only approved DSAAC detectable warning products as
provided in the California Code of Regulations (CCR) Title 24,Section 1112A.9 and 1127B.5 for "Curb
Ramps” and Section 1133B.8.5 for "Detectable Warnings at Hazardous Vehicular Areas”.

E. Engineered Polymer Composite Replaceable Cast in Place Detectable/Tactile Warning Tiles shall be .
manufactured from an ultra violet stabilized polymer composition with fiberglass reinforcement, the tile
shall incorporate an in-line pattern of truncated domes measuring nominal 0.2” height, 0.90” base
diameter, and 0.45” top diameter, and spaced center-to-center 2.35” as measured side by side. For
wheelchair safety the field area shall consist of a high density, diamond grip™ pyramid micro texture of
raised points 0.05” high; “Access Tile” as manufactured by Access Products, Inc., Tel: 888-679-4022, or

approved equal.

1. Dimensions: Replaceable Cast in Place Detectable/Tactile Warning Tiles shall be held within the

following dimensions and tolerances: ;
Specifiers Note: Edit section below by selecting desired length and width. Delete non-relevan

dimensions. , . 5
Length and Width: [12x12] [24x36] [24x48] [24x60] [36x48] [36x60] [10’ Radius Curve] {+/-.5"]

Fasteners/Anchors: 12 min.
2. Compressive Strength of Tile when tested by ASTM D 695-08 not to be less than 25,000 PSI.

3. Tensile Strength of Tile when tested by ASTM D 638-08 not to be less than 12,500 PSI. .
4. Flexural Strength of Tile when tested by ASTM D 790-07 Procedure A not to be less than 30,000 PSI.

1.05 DELIVERY, STORAGE AND HANDLING

A. Replaceable Cast in Place Detectable/Tactile Warning Tiles shall be suitably packaged or cr?ted to
prevent damage in shipment or handling. Finished surfaces shall be protected by sturdy 'plastlhc‘ X
wrappings to protect tile from concrete residue during installation and tile type shall be identified by

part number, . -
B. Replaceable Cast in Place Deteciable/Tactile Warning Tiles shall be delivered to location at building

site for starage prior to installation.

1.06 SITE CONDITIONS

A. Environmental Conditions and Protection: Maintain minimum temperature of 40°F in spaces to
receive Replaceable Cast in Place Detectable/Tactile Warning Tiles for at least 24 hours prior to

installation, during installation, and for not less than 24 hours after installation. ol
B. The use of water for work, cleaning or dust control, etc. shall be contained and controlled and s at
not be allowed to come into contact with the general public. Provide barricades or screens to protec

the general public.

1.07 WARRANTY

A. Replaceable Cast in Place Detectable/Tactile Warning Tiles shall be warranted in writing for a period
of five (5) years from date of final completion. The guarantee includes defective work, breakage,

deformation, fading and loosening of tiles.



PART 2 PRODUCTS

2.01 MANUFACTURERS

placeable Cast In Place Detectable/Tactile Warning Tile
specified is based on Access Tile manufactured by Access Products, Inc. {888-679-4022) existing
engineered and field tested products, which have been in successful service for a period of three (3)
years are subject to compliance with requirements, may be incorporated in the work and shall meet or
exceed the specified test criteria and characteristics.
B. Color: Yellow conforming to Federal Color No. 33538. Color shall be homogeneous throughout the
tile. Tiles are also available in Dark Grey (Federal Color No. 36118), Onyx Black (Federal Color No.
17038), Brick Red (Federal Color No. 22144), and Colonial Red {Federal Color No. 20109).

A. The Engineered Polymer Composite Re

PART 3 EXECUTION

3.01 INSTALLATION

/Tactile Warning Tile installation procedures, ensure

A. During the Replaceable Cast in Place Detectable .
ey are in accordance with the applicable industry and

adequate safety guidelines are in place and that th

government standards. .
B. Prior to placement of the Replaceable Cast in Place Detectable/Tactile Warning Tile system, review

manufacturer’s instructions and contract drawings with the Contractor prior to the construction and

refer any and all discrepancies to Project Engineer.

C. The specifications and related materials shall be in strict accordance with the contract documents and
the guidelines set by their respective manufacturers. Not recommended for asphalt applications. .

D. The physical characteristics of the concrete shall be consistent with the contract specifications while
maintaining a slump range of 4 - 7 to permit solid placement of the Replaceable Cast in Place
Detectable/Tactile Warning Tile system. An overly wet mix will cause the tile to float. Under these
conditions, suitable weights such as sandbags shall be placed on tile.

E. The concrete pouring and finishing operations require typical mason’s tools, however, a 4’ long level
with electronic slope readout, and 10 Ib. sandbags are specific to the installation of the Replaceable Cast
in Place Detectable/Tactile Warning Tile system.

F. The factory-installed plastic sheeting must remain in place during the entire installation process to
prevent the splashing of concrete onto the finished surface of the tile.

G. When preparing to set the tile, it is important that no concrete be removed in the area to ac<‘:ept thg
tile. It is imperative that the installation technique eliminates any air voids under the tile. Gaps in the tile
allow air to escape during the installation process,
H. The concrete shall be poured and finished true and smooth to the required dimensions and slope
prior to the tile placement. Immediately after finishing concrete, the electronic level should be usec? to
check that the required slope is achieved. The tile shall be placed true and square to the curb ef:ige |'n
accordance with the contract drawings. The Replaceable Cast in Place Detectable/Tactile Warning Tiles
shall be tamped (or vibrated) into the fresh concrete to ensure that the field level of the tile is flush to
the adjacent concrete surface. The embedment process should not be accomplished by stepping on the
tile as this may cause uneven setting which can result in air voids under the tile surface. The contract ‘
drawings indicate that the tile field level (base of truncated dome) is flush to adjacent surfaces to permit

proper water drainage and eliminate tripping hazards between adjacent finishes.



I In cold weather climates it is recommended that the Replaceable Cast in Place Detectable/Tactile
Warning Tiles be set deeper such that the top of domes are level to the adjacent concretef)n the top
and sides of ramp. This installation will reduce the possibility of damage due to snow clearing _
operations. Care should be taken to finish the concrete on the side of the tile with the lower elevation,
adding channels to allow water to drain from the field surface of the tile. ‘

J. Immediately after placement, the tile elevation is to be checked to adjacent concrete. The elevation
and slope should be set consistent with contract drawings to permit water drainage to curb as the
design dictates. Ensure that the field surface of the tile is flush with the su rrounding concrete and back
of curb so that no ponding is possible on the tile at the back side of curb. .

K. While concrete is workable, a 1/4” concrete free perimeter should be recessed. Also, a 3/8" radlu_s.
edging tool shall be used to create a finished edge of concrete, then a steel trowel shall be used to finish
the concrete around the tile’s perimeter, flush to the field level of the tile. _

L. During and after the tile installation and the concrete curing stage, it is imperative that there is no
walking, leaning or external force placed on the tile that may rock the tile causing a void between the
underside of tile and concrete. )

M. Following tile placement, review installation tolerances to contract drawings and adjust tx!g before
the concrete sets. Suitable weights of 10 to 25 Ib each may be required to be placed on each tile as
necessary to ensure solid contact of the underside of tile to concrete.

N. Following the concrete curing stage, protective plastic wrap is to be removed from the tile surface by
cutting the plastic with a sharp knife, tight to the concrete/tile interface. If concrete bled under the
plastic, a soft brass wire brush will clean the residue without damage to the tile surface. ‘

O. Tiles can be cut to custom sizes, or to make a radius, using a continuous rim diamond blade in a

circular saw or mini-grinder. Use of straightedge to guide the cut is advisable where appropriate.

3.02 REPLACING TILES, PROTECTING AND MAINTENANCE
A. Protect tiles against damage during construction period to comply with Tactile Tile manufacturer’s
specification.

B. Protect tiles against dama

hardwood.
C. Replace tiles by method specified by Tactile Tile manufacturer. ' .
D. Comply with manufacturer’s maintenance manual for cleaning and maintaining tile surface. It is

recommended to perform annual inspections for safety and tile integrity.

ge from rolling loads following installation by covering with plywood or

END OF SECTION



BDE SPECIAL PROVISIONS

For the April 26 and June 14, 2013 Lettings

The following special provisions indicated by an “x" are applicable to this contract and will be included by the Project

Development and Implementation Section of the BD&E. An *

indicates a new or revised special provision for the letting.

File Name # Special Provision Title Effective Revised
80240 1 Above Grade Inlet Protection July 1,2009  Jan. 1, 2012
80099 2 Accessible Pedestrian Signals (APS) April 1,2003  Jan. 1, 2007
80274 3 Aggregate Subgrade Improvement April 1,2012  Jan. 1, 2013
80309 4 Anchor Bolts Jan. 1, 2013
80192 5 Automated Flagger Assistance Device Jan. 1, 2008
80173 6 Bituminous Materials Cost Adjustments Nov. 2,2006  Jan.1, 2012
80241 7 Bridge Demolition Debris July 1, 2009
80276 8 Bridge Relief Joint Sealer Jan. 1,2012  Aug. 1, 2012
50261 ¢ Building Removal-Case | (Non-Friable and Friable Asbestos) Sept. 1, 1990  April 1, 2010
5048 10 Building Removal-Case Il (Non-Friable Asbestos) Sept. 1, 1990  April 1, 2010
50491 11 Building Removal-Case Il (Friable Asbestos) Sept. 1,1990  April 1, 2010

50831 12 Building Removal-Case IV (No Asbestos) Sept. 1, 1990  April 1, 2010
180292 13 | | Coarse Aggregate in Bridge Approach Slabs/Footings = pril 1,2012  April 1, 2013
14 Coated Galvanized Steel Conduit Jan. 1, 2013
80198 15 Completion Date (via calendar days) April 1, 2008
80199 16 Completion Date (via calendar days) Plus Working Days April 1, 2008
80293 17 Concrete Box Culverts with Skews > 30 Degrees and Design Fills <5 April 1, 2012
Feet
80294 18 Concrete Box Culverts with Skews < 30 Degrees Regardless of April 1, 2012
Design Fill and Skews > 30 Degrees with Design Fills > 5 Feet
Concrete End Sections for Pipe Culverts Jan. 1, 2013
Concrete Mix Design — Department Provided Jan. 1, 2012
Construction Air Quality — Diesel Retrofit June 1, 2010
Disadvantaged Business Enterprise Participation Sept. 1,2000  Aug. 2, 2011
Drain Pipe, Tile, Drainage Mat, and Wall Drain Jan. 1, 2013
Fabric Bearing Pads Jan. 1, 2013
Friction Aggregate Jan. 1, 2011
Fuel Cost Adjustment April 1, 2009  July 1, 2008
Granular Materials Nov. 1, 2012
Grooving for Recessed Pavement Markings Nov. 1,2012  Jan. 1, 2013
High Tension Cable Median Barrier Jan. 1,2007 Jan. 1, 2013
Hot-Mix Asphalt — Density Testing of Longitudinal Joints Jan. 1,2010  Aprit 1, 2012
_ Insertion Lining of Culverts
| Liquidated Damag
Material Transfer Device Jan. 1, 2009
Modified Urethane Pavement Marking April 1, 2012
Moisture Cured Urethane Paint System Nov. 1,2006  Jan. 1, 2010
Movable Traffic Barrier Jan. 1,2010  Jan. 1, 2013
Pavement Marking Removal April 1, 2009
Pavement Marking Tape Type IV April 1, 2012
Pavement Patching Jan. 1, 2010
vement Rer i April 1, 2013 i
v | Payments to Subcontractors June 1,2000 Jan. 1, 2006
80316 42 v | Placing and Consolidating Concrete - Jan. 1, 2013
80278 43 Planting Woody Plants Jan. 1,2012  Aug. 1, 2012
80305 44 Polyurea Pavement Markings Nov. 1,2012  Jan. 1, 2013
80278 45 ¥ _| Portland Cement Concrete Jan. 1,2012  Jan. 1, 2013



File Name # Special Provision Title
80300 46 Preformed Plastic Pavement Marking Type D - Inlaid
80218 47 Preventive Maintenance — Bituminous Surface Treatment
80219 48 Preventive Maintenance — Cape Seal
80220 49 Preventive Maintenance — Micro-Surfacing
80221 50 Preventive Maintenance — Slurry Seal
80281 51 Quality Control/Quality Assurance of Concrete Mixtures
34261 52 Railroad Protective Liability Insurance
80157 &3 Railroad Protective Liability Insurance (5 and 10)
80306 54 ¥ | Reclaimed Asphalt Pavement (RAP) and Reclaimed Asphait

Shingles (RAS)

Removal and Disposal of Regulated Substance

Remc Disposal of Surplus Materials
80224 57 Restoring Bridge Approach Pavements Using High-Density Foam
80271 58 Safety Edge
80307 59 Seeding
80127 60 Steel Cost Adjustment
80255 61 Stone Matrix Asphalt
80143 62 Subcontractor Mobilization Payments
80317 863 Surface Testing of Hot-Mix Asphalt Overlays (NOTE: This special

provision was previously named “Surface Testing of Pavements’.)
_| Synthetic Fibers in Concrete Gutter, Curb, Median and Paved Ditch

Temporary Erosion and Sediment Control
Temporary Raised Pavement Marker
Temporary Water Filled Barrier

Tracking the Use of Pesticides

Traffic Control Deficiency Deduction
Training Special Provisions ,
__|Traversable Pipe Grate
Utility Coordination and Conflicts

Warm Mix Asphalt

Weekly DBE Trucking Reports

76

Working Days

Wet Reflective Thermoplastic Pavement Marking

Jan. 1,2013

Effective

April 1, 2012
Jan. 1, 2009
Jan. 1, 2009
Jan. 1, 2009
Jan. 1, 2009
Jan. 1, 2012
Dec. 1, 1986
Jan. 1, 2006
Nov. 1, 2012

Nov. 2, 201
an. 1, 2009
Aprit 1, 2011
Nov. 1, 2012
April 2, 2004
Jan. 1, 2010
April 2, 2005
Jan. 1, 2013

1, 2012
1, 2012
1, 2009
1, 2010
Aug. 1, 2012
Aug. 1, 2011
Oct. 15, 1975

Nov.
Jan.
Jan.
Jan.

April 1, 2011
Jan. 1, 2012
June 2, 2012
Jan. 1, 2012
Jan. 1, 2002

Revised

April 1, 2012
April 1, 2012
April 1, 2012
April 1, 2012
Jan. 1, 2013
Jan. 1, 2006

Jan. 1, 2013

Jan. 1, 2012

April 1, 2009
Jan. 1, 2012
Aprit 1, 2011

Jan. 1, 2013

April 1, 2013

Jan. 1, 2012
Nov. 1, 2012

The following special provisions are either in the 2013 Standard Specifications, the 2013 Recurring Spgcial Provisions, or the
special provisions Portland Cement Concrete, QC/QA of Concrete Mixtures, or Placing and Consolidating Concrete:

File Name
80275
80291

80237

80239
80177
80272
80228
80109
80110
80203

80290
80299
80280

Special Provision Title
Agreement to Plan Quantity
Calcium Chloride Accelerator for Class PP-2
Concrete
Construction Air Quality — Diesel Vehicle Emissions
Control
Construction Air Quality ~ ldling Restrictions
Digital Terrain Modeling for Earthwork Calculations
Drainage and Inlet Protection Under Traffic
Flagger at Side Roads and Entrances
Impact Attenuators
Impact Attenuators, Temporary
Metal Hardware Cast into Concrete

Payrofls and Payroll Records
Portland Cement Concrete Inlay or Overlay
Portland Cement Concrete Sidewalk

New Location
Article 202.07
Recurring CS #28

Articles 105.03 and 107.41

Articles 105.03 and 107.41
Recurring CS #32

Articles 603.02 and 603.07
Articles 701.13 and 701.20
Section 643

Section 706

Articles 503.02, 504.02, and
1006.13

Recurring CS #5
Recurring CS #29

Article 424.07

Effective

Revised

Jan. 1, 2012
April 1, 2012

April 1, 2009

April 1, 2009
April 1, 2007
April 1, 2011
April 1, 2009
Nov. 1, 2003
Nov. 1, 2003
April 1, 2008

Jan. 2, 2012
April 1, 2012
Jan. 1, 2012

Jan. 2, 2012

Jan. 1, 2012

Jan. 1, 2012
Jan. 1, 2012
Jan. 1, 2012



File Name

Special Provision Title

80152
Construction

Self-Consolidating Concrete for Cast-In-Place

Self-Consolidating Concrete for Precast and Precast

Surface Testing of Pavements (Section 406 overiay

portion will remain a special provision and will now
be called “Surface Testing of HMA Overlays”.)

80132
Prestressed Products
80284  Shoulder Rumble Strips
80285  Sidewalk, Corner or Crosswalk Closure
80075
80287  Type G Inlet Box

New Location
The following special
provisions: Portland Cement
Concrete, QC/QA of
Concrete Mixtures and
Placing and Consolidating
Concrete
The following special
provisions: Portland Cement
Concrete, QC/QA of
Concrete Mixtures and
Placing and Consolidating
Concrete
Article 642.05
Articles 701.03, 701.15, and
1106.02
Articles 407.09, 407.12,
420.10, 420.20, and 1101.10

Article 810.09

Effective
Nov. 1, 2005

July 1, 2004

Jan. 1, 2012
Jan. 1, 2012

April 1, 2002

Jan. 1, 2012

Revised
April 1, 2012

April 1, 2012

Jan. 1, 2007

The following special provisions require additional information from the designer. The additional information needs to be
included in a separate document attached to this check sheet. The Project Development and Implementation section will then
include the information in the applicable special provision. The Special Provisions are:

Bridge Demoalition Debris
Building Removal-Case |
Building Removai-Case 1I
Building Removal-Case 1!

e © ¢ @

@ © & o

Building Removal-Case 1V
Completion Date

Completion Date Plus Working Days

DBE Participation

@ @ © @

Working Days

Material Transfer Device
Railroad Protective Liability Insurance
Training Special Provisions



